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(57) ABSTRACT

Techniques for associating text strings with numeric numbers
for IP address management are provided. In some embodi-
ments, various techniques for an IPAM device for associating
text strings with numeric numbers for IP address manage-
ment are disclosed. In some embodiments, system, method,
and/or computer program product for an Internet Protocol
Address Management (IPAM) system for managing an Inter-
net Protocol (IP) address space for an enterprise network,
includes associating a text string with a substring of a network
address; and storing the text string in association with the
substring of the network address in the IPAM system for
managing the IP address space for the enterprise network.

10 Claims, 7 Drawing Sheets
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1
ASSOCIATING TEXT STRINGS WITH
NUMERIC NUMBERS FOR IP ADDRESS
MANAGEMENT

BACKGROUND OF THE INVENTION

Internet Protocol address management (IPAM) generally
refers to the planning, tracking, and/or managing the Internet
Protocol address space used in an Internet Protocol (IP) based
network. IPAM tools generally include devices, such as soft-
ware executed on computing systems such as servers or appli-
ances, that perform IPAM related activities and/or tasks. In
some cases, tools such as domain name server (DNS) tools
and dynamic host control protocol (DHCP) tools are used in
tandem to perform IPAM related tasks.

BRIEF DESCRIPTION OF THE DRAWINGS

Various embodiments of the invention are disclosed in the
following detailed description and the accompanying draw-
ings.

FIG. 1A illustrates a network architecture for associating
text strings with numeric numbers for IP address manage-
ment in accordance with some embodiments.

FIG. 1B illustrates a network architecture for associating
text strings with numeric numbers for IP address manage-
ment using vendor based MAC address information in accor-
dance with some embodiments.

FIG. 2 illustrates a functional diagram of an IP Address
Management (IPAM) device for associating text strings with
numeric numbers for IP address management using vendor
based MAC address information in accordance with some
embodiments.

FIG. 3 illustrates a flow diagram for associating text strings
with numeric numbers for IP address management in accor-
dance with some embodiments.

FIG. 4 illustrates another flow diagram for associating text
strings with numeric numbers for IP address management in
accordance with some embodiments.

FIG. 5 illustrates a flow diagram for associating text strings
with numeric numbers for IP address management using ven-
dorbased MAC address information in accordance with some
embodiments.

FIG. 6 illustrates another flow diagram for associating text
strings with numeric numbers for IP address management
using vendor based MAC address information in accordance
with some embodiments.

DETAILED DESCRIPTION

The invention can be implemented in numerous ways,
including as a process; an apparatus; a system; a composition
of matter; a computer program product embodied on a com-
puter readable storage medium; and/or a processor, such as a
processor configured to execute instructions stored on and/or
provided by a memory coupled to the processor. In this speci-
fication, these implementations, or any other form that the
invention may take, may be referred to as techniques. In
general, the order of the steps of disclosed processes may be
altered within the scope of the invention. Unless stated oth-
erwise, a component such as a processor or a memory
described as being configured to perform a task may be imple-
mented as a general component that is temporarily configured
to perform the task at a given time or a specific component
that is manufactured to perform the task. As used herein, the
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term ‘processor’ refers to one or more devices, circuits, and/or
processing cores configured to process data, such as computer
program instructions.

A detailed description of one or more embodiments of the
invention is provided below along with accompanying figures
that illustrate the principles of the invention. The invention is
described in connection with such embodiments, but the
invention is not limited to any embodiment. The scope of the
invention is limited only by the claims and the invention
encompasses numerous alternatives, modifications and
equivalents. Numerous specific details are set forth in the
following description in order to provide a thorough under-
standing of the invention. These details are provided for the
purpose of example and the invention may be practiced
according to the claims without some or all of these specific
details. For the purpose of clarity, technical material that is
known in the technical fields related to the invention has not
been described in detail so that the invention is not unneces-
sarily obscured.

Internet Protocol address management (IPAM) generally
refers to the planning, tracking, and/or managing the Internet
Protocol address space used in an Internet Protocol (IP) based
network. IPAM tools generally include devices, such as soft-
ware executed on computing systems such as servers or appli-
ances or virtual appliances, that perform IPAM related activi-
ties and/or tasks. In some cases, tools such as domain name
server (DNS) tools and dynamic host control protocol
(DHCP) tools are used in tandem to perform IPAM related
tasks.

IPAM tools are increasingly important for effectively and
efficiently managing IP based networks as, for example, new
IPv6 networks are deployed with larger address pools, difter-
ent subnetting techniques are employed, and more complex
128-bithexadecimal numbers, which are not as easily human-
readable as [Pv4 addresses, are allocated. For example, IPv6
networking, mobile computing, and multi-homing generally
require more dynamic address management and, as a result,
are rendering impractical early generation techniques of IP
address management (IPAM) software and spreadsheets that
were typically used for IP address management.

Larger enterprises generally have larger IP address
space(s) and are more commonly using IPv6 network
addressing. Larger enterprises also often have networks that
can be geographically diverse (e.g., spanning across multiple
floors or buildings within an office complex, multiple offices,
multiple regions, and so forth). As a result, such entities may
not have adequate visibility into their entire IP address space
as their IP addressing can be very complicated, with a signifi-
cant number of devices and networks, which are addressed
using [Pv6 networking Managing or identifying devices or
networks in IPv6 environments and/or allocating new IP
addresses for new devices or networks can be a very complex,
difficult, and time consuming task.

What are needed are new and improved techniques for
associating text strings with numeric numbers for IP address
management.

Accordingly, new and improved techniques for associating
text strings with numeric numbers (e.g., network naming) for
IP address management (e.g., for an enterprise network) are
provided. In addition, new and improved techniques for asso-
ciating text strings with numeric numbers for IP address
management using vendor based Media Access Control
(MAC) address information are also disclosed.

For example, various techniques described herein facilitate
an enhanced understanding and improved management of
IPv6 networks, which are otherwise not as easily human-
readable as IPv4 addresses. In particular, with the introduc-
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tion of IPv6, it is generally very difficult for network manag-
ers/administrators to memorize addresses or understand the
relationship between various different network addresses and
their associated networks. This problem also generally
applies to the host portion of a network address, which usu-
ally includes the MAC address, as further described herein.
Thus, various techniques described herein facilitate network
managers’ understanding by, for example, associating
human/user friendly names for networks and host devices. As
aresult, the various technique described herein can be used to
facilitate the management of networks as further described
below with respect to various embodiments.

In some embodiments, various techniques for an IPAM
device for associating text strings with numeric numbers for
1P address management are disclosed. In some embodiments,
system, method, and/or computer program product for an
Internet Protocol Address Management (IPAM) system for
managing an Internet Protocol (IP) address space for an enter-
prise network (e.g., of an enterprise), includes associating a
text string with a substring of a network address; and storing
the text string in association with the substring of the network
address in the IPAM system for managing the IP address
space.

In some embodiments, various techniques for an IPAM
device for associating text strings with numeric numbers for
IP address management using vendor based MAC address
information are disclosed. In some embodiments, system,
method, and/or computer program product for an Internet
Protocol Address Management (IPAM) system for managing
an Internet Protocol (IP) address space for an enterprise net-
work (e.g., of an enterprise), includes associating a first name
with a first substring of a network address of a host device;
associating a second name with a second substring of the
network address of the host device; associating a vendor
name with a third substring of the network address of the host
device, wherein the vendor name is determined based on
Media Access Control (MAC) address; and storing the first
name, the second name, and the vendor name in association
with the network address in the IPAM system for managing
the 1P address space.

FIG. 1A illustrates a network architecture for associating
text strings with numeric numbers for IP address manage-
ment in accordance with some embodiments. As shown, an
enterprise network 102 includes various subnetworks for dif-
ferent offices, which as shown include Office A Network 104,
Office B Network 106, and Office C Network 108 (e.g., which
can be in different geographical locations). The enterprise
network 102 also includes an Internet Protocol Address Man-
agement (IPAM) system 110 for managing an Internet Pro-
tocol (IP) address space for the enterprise network 102 of an
enterprise (e.g., including managing the IP address space for
the subnetworks 104, 106, and 108 and the various host
devices on the enterprise network 102 including the subnet-
works 104, 106, and 108). For example, various authorized
users, such as authorized network administrators or network
managers can access the IPAM system through a WebUI 112
(e.g., web based user interface, which provides a graphical
user interface (GUI), and which can be accessed via various
web browsers) via a network, such as the Internet 110 as
shown.

In some embodiments, the network architecture as shown
in FIG. 1A, or other similar network architectures as will now
be apparent to one of ordinary skill in the art in view of the
disclosed embodiments, can be used for management of IPv6
network numbers as described below. IPv6 networks gener-
ally include three primary components: a Global Routing
Prefix (GRP), a Subnet ID, and an Interface ID. Each of these
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components is expressed in hexadecimal digits. In some
embodiments, using various techniques for an IPAM device
for associating text strings with numeric numbers for IP
address management allows users (e.g., network administra-
tors and/or network managers) of a management application
(e.g., an IPAM device) to substitute user friendly names for
one or more components of the IPv6 address. For example, a
user can substitute the global routing prefix with the company
name (e.g., COMPANY_NAME) and the Subnet ID with a
location (e.g., BUILDING_NUMBER). In this example, an
IPv6 network can be expressed as COMPANY_NAME:
BUILDING_NUMBER/64.

For example, by substituting text strings, such as names,
for the numbers of one or more components of the IPv6
address of a network or device, such network addresses can be
more easily understood. This approach also can make
troubleshooting easier for network issues, because a person is
able to intuitively understand the relationships between such
named networks/named network devices and the use, loca-
tion, and/or function of such named networks/named network
devices.

FIG. 1B illustrates a network architecture for associating
text strings with numeric numbers for IP address manage-
ment using vendor based MAC address information in accor-
dance with some embodiments. As shown, the enterprise
network 102 also includes an asset inventory 116 (e.g., an
asset inventory data store, such as an asset inventory database
or system). As also shown, the IPAM system 110 is in com-
munication with a MAC registry 114 via the Internet 110.

In some embodiments, the network architecture as shown
in FIG. 1B, or other similar network architectures as will now
be apparent to one of ordinary skill in the art in view of the
disclosed embodiments, can be used for management of IPv6
network numbers using vendor based MAC address informa-
tion as described below. In IPv6 addressing, the host portion
of a network typically includes the hardware address (e.g.,
Media Access Control (MAC) address). IPv6 implements
additional features not present in IPv4, which simplifies
aspects of address assignment by providing for Stateless
Address AutoConfiguration (SLAAC). A host identifier por-
tion of an address that includes the hexadecimal digits FFFE
in its middle quartet of the 64 bits (i.e., as the last two digits of
the second block and the first two digits of the third block of
the host portion of the IPv6 address) is typically a SLAAC
generated address. In other words, if an IPv6 address contains
the MAC address of the client (e.g., host device), it will
contain the hex digits FFFE as the last two digits of the second
block and the first two digits of the third block of the host
portion of the IPv6 address.

A MAC address also generally includes two separate com-
ponents, a vendor ID and a unique identifier. The vendor ID
generally is a unique number allocated to the manufacturer of
the network card by the Institute of Electronics and Electrical
Engineers (IEEE). The vendor ID is publicly available infor-
mation. In some embodiments, a text string is provided to
replace the vendor name (e.g., as shown in a UI for IP address
management). For example, this approach can help network
administrators more easily understand the types of devices
that are on the network without needing to memorize or
manually look up the vendor ID. For example, using this
technique for vendor ID naming substitution for the MAC
address (e.g., VENDOR_NAME) combined with the network
naming technique discussed above, a network device can be
displayed in a Ul of an IPAM device as follows:
COMPANY_NAME:BUILDING_NUMBER:VENDOR _
NAME:OF:12de:74ac. Also, a unique device name can be
associated with a remaining portion of the network address
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(e.g., USER_NAME_LAPTOP or
HQ_FLOOR#_PRINTER_NAME), or combined with the
previous example, the following substituted host device name
can be provided (e.g., for display/presentation on a GUI, such
as WebUI 112/212) as COMPANY_NAME:BUILDING _
NUMBER:VENDOR_NAME: USER_NAME_LAPTOP or
HQ_FLOOR#_PRINTER_NAME.

In some embodiments, the MAC address is extracted from
the IPv6 address of a host device, and this information is
correlated with an asset inventory, such as asset inventory 116
as shown in FIG. 1B. For example, this information can be
correlated with the asset information stored in the asset inven-
tory 116 (e.g., which includes assets for the enterprise,
including MAC address information for each asset) for secu-
rity purposes (e.g., hosts whose MAC address is not in the
asset database can be quarantined, that is, given limited or no
access to network resources using various network access
control techniques). The MAC address can also be used to
retrieve other information from the asset database to populate
data into an IP address management application (e.g., IPAM
system 110).

Accordingly, as described herein, various techniques can
be used to determine that an IPv6 address is a SLAAC gen-
erated address, to extract the MAC address from the host
portion of the SLAAC generated address, and then to deter-
mine the manufacturer associated with the extracted MAC
address. For example, a MAC vendor prefix lookup can be
communicated over the Internet to a MAC registry 114 for the
MAC vendor prefix lookup as shown in FIG. 1B.

In some embodiments, a system, method, and/or computer
program product for the IPAM system 110 for managing the
1P address space of the enterprise network 110 includes asso-
ciating a first name with a first substring of a network address
of a host device; associating a second name with a second
substring of the network address of the host device; associat-
ing a vendor name with a third substring of the network
address of the host device, in which the vendor name is
determined based on a MAC address; and storing the first
name, the second name, and the vendor name in association
with the network address in the IPAM system 110 for man-
aging the IP address space for the enterprise network 102. In
some embodiments, the network address is an Internet Pro-
tocol version 6 (IPv6) network address generated using
SLAAC. In some embodiments, a MAC vendor prefix regis-
try for SLAAC address decoding is stored (e.g., in the MAC
Registry 114, in the IPAM system 110, and/or another data
store).

In some embodiments, the system, method, and/or com-
puter program product for the IPAM system 110 for manag-
ing the IP address space of the enterprise network 110 further
includes decoding the network address to determine that the
network address is an IPv6 network address generated using
SLAAGC; extracting the MAC address to determine the vendor
name; communicating with a MAC registry over a network to
perform a MAC address lookup; and determining the vendor
name associated with the MAC address based on the MAC
address lookup.

In some embodiments, the system, method, and/or com-
puter program product for the IPAM system 110 for manag-
ing the IP address space of the enterprise network 110 further
includes decoding the network address to determine that the
network address is an IPv6 network address generated using
SLAAGC; extracting the MAC address to determine the vendor
name; communicating over a network with an asset inventory
for the enterprise to perform an asset verification lookup for
the host device based on the extracted MAC address; deter-
mining that the host device is not included in the asset inven-
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tory for the enterprise based on the asset verification lookup;
and performing an action based on the determination that the
device is not included in the asset inventory for the enterprise.

In some embodiments, the system, method, and/or com-
puter program product for the IPAM system 110 for manag-
ing the IP address space of the enterprise network 110 further
includes transmitting for presentation one or more active
devices on a network of an enterprise; and displaying an
indicator for each of the one or more active devices on the
network of the enterprise that are determined to not be
included in asset inventory for the enterprise.

In some embodiments, the system, method, and/or com-
puter program product for the IPAM system 110 for manag-
ing the IP address space of the enterprise network 110 further
includes associating a unique device name with a remaining
portion of the network address (e.g., USER_NAME_LAP-
TOP or HQ_FLOOR#_PRINTER_NAME).

FIG. 2 illustrates a functional diagram of an I[P Address
Management (IPAM) device for associating text strings with
numeric numbers for IP address management using vendor
based MAC address information in accordance with some
embodiments. As shown, an IPAM system 202 includes a
network naming module 204 (e.g., implemented as software
executed on a processor of an appliance, a virtual appliance,
or a computer system), which implements the various net-
work naming techniques described herein (e.g., various tech-
niques for associating text strings with numeric numbers for
IP address management and various techniques for associat-
ing text strings with numeric numbers for IP address manage-
ment using vendor based Media Access Control (MAC)
address information). The network naming module 204 is in
communication with a data store 206 (e.g., a database or other
data storage techniques), which stores text strings (e.g., net-
work names) in association with substrings of network
address as described herein. The network naming module 204
is also in communication with a MAC lookup module 208
(e.g., implemented as software executed on a processor of an
appliance, a virtual appliance, or a computer system), and the
MAC lookup module 208 is in communication with a MAC
registry 214 (e.g., for performing various techniques for asso-
ciating text strings with numeric numbers for IP address
management using vendor based Media Access Control
(MAC) address information as described herein) via a net-
work, such as the Internet as shown in and as similarly
described above with respect to FIG. 1B. The network nam-
ing module 204 is also in communication with an Admin
Connector 210, which is in communication with a WebUI 212
via a network, such as the Internet as shown in and as simi-
larly described above with respect to FIG. 1A. As will now be
apparent to one of ordinary skill in the art in view of the
disclosed embodiments, the functional architecture as shown
in FIG. 2 or other similar functional architectures can be used
for providing management of IPv6 network numbers using
vendor based MAC address information as described herein.

FIG. 3 illustrates a flow diagram for associating text strings
with numeric numbers for IP address management in accor-
dance with some embodiments. In some embodiments, a
process for an IPAM system for managing an IP address space
for an enterprise network is shown in FIG. 3. At 302, associ-
ating a text string with a substring of a network address is
performed. At 304, storing the text string in association with
the substring of the network address in the IPAM system for
managing the IP address space for the enterprise network is
performed. In some embodiments, the network address is an
Internet Protocol version 6 (IPv6) network address for a net-
work. In some embodiments, the network address is an Inter-
net Protocol version 6 (IPv6) network address for a host
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device. In some embodiments, the text string includes a net-
work name for a global routing prefix of the network address
for a network. In some embodiments, the text string indicates
location or organizational information for a network. In some
embodiments, the process further includes transmitting for
presentation the text string substituted for the substring of the
network address. In some embodiments, the process further
includes displaying (e.g., in a GUI, such as WebUI 112/212)
the text string substituted for the substring of the network
address.

FIG. 4 illustrates another flow diagram for associating text
strings with numeric numbers for IP address management in
accordance with some embodiments. In some embodiments,
a process for an IPAM system for managing an IP address
space for an enterprise network is shown in FIG. 4. At 402, a
request is received to associate a text string with a selected
substring of the network address, in which the selected sub-
string of the network address corresponds to the substring of
the network address. At 404, associating the text string with
the selected substring of a network address is performed. At
406, storing the text string in association with the selected
substring of the network address in the IPAM system for
managing the IP address space for the enterprise network is
performed. At 408, translating the text string to the substring
of the network address (or vice versa) is performed (e.g., for
display in a GUIL such as WebUI 112/212). In some embodi-
ments, the process further includes mapping a set of network
addresses for subnets of the enterprise network to a set of
network names; and displaying in a graphical user interface
the set of network addresses for subnets of the enterprise
network mapped to the set of network names.

FIG. 5 illustrates a flow diagram for associating text strings
with numeric numbers for IP address management using ven-
dorbased MAC address information in accordance with some
embodiments. In some embodiments, a process for an IPAM
system for managing an IP address space using vendor based
MAC address information for an enterprise network is shown
in FIG. 5. At 502, associating a first name with a first substring
of a network address of a host device is performed. At 504,
associating a second name with a second substring of the
network address of the host device is performed. At 506,
associating a vendor name with a third substring of the net-
work address of the host device, wherein the vendor name is
determined based on Media Access Control (MAC) address is
performed. At 508, storing the first name, the second name,
and the vendor name in association with the network address
in the IPAM system for managing the IP address space for the
enterprise network is performed.

FIG. 6 illustrates another flow diagram for associating text
strings with numeric numbers for IP address management
using vendor based MAC address information in accordance
with some embodiments. At 602, a host device is discovered
onan enterprise network. At 604, the MAC address of the host
device is extracted. At 606, a MAC address lookup in an asset
inventory (e.g., asset inventory 116) is performed. At 608, an
action based on the MAC address lookup is performed. For
example, if the host device is determined to be in the asset
inventory, then no action is performed. If the host device is
determined to not be in the asset inventory, then the host
device can be quarantined or given limited or restricted access
to the enterprise network (e.g., the host device can be isolated
from the enterprise network automatically at a local switch or
using various other network access control techniques).

Although the foregoing embodiments have been described
in some detail for purposes of clarity of understanding, the
invention is not limited to the details provided. There are
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many alternative ways of implementing the invention. The
disclosed embodiments are illustrative and not restrictive.

What is claimed is:

1. An Internet Protocol Address Management (IPAM) sys-
tem for managing an Internet Protocol (IP) address space of
an enterprise network for an enterprise, comprising:

a processor configured to:

determine that a network address associated with a host
device on the enterprise network is an IP version 6
(IPv6) network address;

determine a Media Access Control (MAC) address for
the host device on the enterprise network based on the
IPv6 network address;

perform a network communication with a MAC registry
via an Internet communication to perform a MAC
address lookup in a MAC registry to automatically
determine a vendor name associated with the MAC
address using a MAC lookup module;

associate a first name with a first substring of the IPv6
network address of the host device;

associate a second name with a second substring of the
IPv6 network address of the host device;

associate the vendor name with a third substring of the
IPv6 network address of the host device, wherein the
vendor name was determined based on the MAC
address lookup in the MAC registry; and

store the first name, the second name, and the vendor
name in association with the IPv6 network address in
the IPAM system for managing the IP address space
for the enterprise network; and

a memory coupled to the processor and configured to pro-

vide the processor with instructions.

2. The system recited in claim 1, wherein the IPv6 network
address was generated using Statel.ess Address AutoCon-
figuration (SLAAC).

3. The system recited in claim 1, wherein the processor is
further configured to:

decode the network address to determine that the IPv6

network address was generated using Stateless Address
AutoConfiguration (SLAAC); and

extract the MAC address to automatically determine the

vendor name.

4. The system recited in claim 1, wherein the processor is
further configured to:

decode the network address to determine that the IPv6

network address was generated using Stateless Address
AutoConfiguration (SLAAC);

extract the MAC address to automatically determine the

vendor name;
perform a network communication with an asset inventory
for the enterprise to perform an asset verification lookup
for the host device based on the extracted MAC address;

determine that the host device is not included in the asset
inventory for the enterprise based on the asset verifica-
tion lookup; and

perform an action based on determining that the host

device is not included in the asset inventory for the
enterprise.

5. The system recited in claim 1, wherein the processor is
further configured to:

transmit for presentation one or more active devices on the

enterprise network; and

display an indicator for each of the one or more active

devices on the enterprise network that are determined to
not be included in an asset inventory for the enterprise.

6. The system recited in claim 1, wherein the processor is
further configured to:
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associate a unique device name with a remaining portion of

the IPv6 network address.

7. The system recited in claim 1, wherein the IPv6 network
address includes hex digits FFFE as a last two digits of a
second block and a first two digits of a third block of a host
portion of the IPv6 network address.

8. The system recited in claim 1, wherein the processor is
further configured to:

decode the network address to determine that the IPv6

network address was generated using Stateless Address
AutoConfiguration (SLAAC);

extract the MAC address to automatically determine the

vendor name;
perform a network communication with an asset inventory
for the enterprise to perform an asset verification lookup
for the host device based on the extracted MAC address;

determine that the host device is not included in the asset
inventory for the enterprise based on the asset verifica-
tion lookup; and

quarantine the host device based on determining that the

host device is not included in the asset inventory for the
enterprise.

9. A method for an Internet Protocol Address Management
(IPAM) system for managing an Internet Protocol (IP)
address space for an enterprise network for an enterprise,
comprising:

determining that a network address associated with a host

device on the enterprise network is an IP version 6 (IPv6)
network address;
determining a Media Access Control (MAC) address for
the host device on the enterprise network based on the
IPv6 network address;

performing a network communication with a MAC registry
via an Internet communication to perform a MAC
address lookup in the MAC registry to automatically
determine a vendor name associated with the MAC
address using a MAC lookup module;

associating a first name with a first substring of the IPv6

network address of the host device;
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associating a second name with a second substring of the
IPv6 network address of the host device;

associating the vendor name with a third substring of the
IPv6 network address of the host device, wherein the
vendor name was determined based on the MAC address
lookup in the MAC registry; and

storing the first name, the second name, and the vendor

name in association with the IPv6 network address in the
IPAM system for managing the IP address space for the
enterprise network.

10. A computer program product for an Internet Protocol
Address Management (IPAM) system for managing an Inter-
net Protocol (IP) address space for an enterprise network for
an enterprise, the computer program product being embodied
in a non-transitory, computer readable storage medium and
comprising computer instructions for:

determining that a network address associated with a host

device on the enterprise network is an IP version 6 (IPv6)
network address;
determining a Media Access Control (MAC) address for
the host device on the enterprise network based on the
IPv6 network address;

performing a network communication with a MAC registry
via an Internet communication to perform a MAC
address lookup in the MAC registry to automatically
determine a vendor name associated with the MAC
address using a MAC lookup module;

associating a first name with a first substring of the IPv6

network address of the host device;
associating a second name with a second substring of the
IPv6 network address of the host device;

associating the vendor name with a third substring of the
IPv6 network address of the host device, wherein the
vendor name was determined based on the MAC address
lookup in the MAC registry; and

storing the first name, the second name, and the vendor

name in association with the IPv6 network address in the
IPAM system for managing the IP address space for the
enterprise network.

#* #* #* #* #*



